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ALTERNATIVE TECHNOLOGIE:
(autoclaves, microwaves, chemical
‘treatment)

TRCINERATION AT AR CWTC

TEing Issues

TG Gthor Sita Tias beon approved yat
- Planning permission would be required and
due to public perception, proposal to

build a aste facility in any other region
likely to run into opposition by the local
community due to NINBY effect.

- If located in  hospital, the proposal coul
be opposed by the hospital staff or their
families residing within the hospital

767 dy 17 U56 35 an GpaTating
plant and only requires
modification of the plant.

Opposed by 11GO's and the locall
residents due to the perception
of risk.

[CapTeal and |- Capital Costs Tor tho alternative and naval|- NoATTiCations sstmatad £ cast|
(Operational | technologies vary widsly. $HK 52 million.  This cost
Costs - A specification would need to be written| — includes the reception faciities
and tenders would need to be sought to| ~for private waste collection
arrive at a true capital cost. As an vehicles, weighing facilities for
indication (see para. 7.5.8) the basic | waste collection vehicles and
capital cost of the equipment for a small|  transit skips, facilities for
scale pilot (500 tonne per annum) plant g washing and disinfecting all
in the order of HK $2m (IL.B. this figurais  transit skips delivered to CWT(|
only for package plant and its installation] by waste collectors, safety
and commissioning of the equipment). | facilities, cold storage for
Operational costs are likely to be slightly| human body parts, supplying all
more than incineration. transit skips for all hospitals in
HK.
No land cost is incurred as no
additional land is needed
wailability of| - AUToCtaves being Usad i hospitals o[- CWTC already in place and ont
(Other sterilize surgical equipment and dressings| - minor modification will be
Facilities cannot be used to treat clinical waste | required.
because VOCs and heavy metals emitted
during autoclaving clinical waste will
contaminate the inside wall of the
autoclaves and contaminate the surgical
equipment if the autoclave is
subsequently used to sterilize them.
- Some small autoclaves are being used fo
sterilization of small amounts of
laboratory microbiological cultures and
cannot handle large amount of other
clinical wastes. They are also not provided
with shredders. Other than these, there i
no other facility.
Tirme of ~Tmplementation vould dapend on Tidiig- TTo aaatianal Tand or SiEs ll 55|
limplemen- | available sites for the facilities, carrying required. The only time
tation out feasibility study and environmental | required will be for

impact assessment, further consulting they
public on the proposal, building all the
associated structures and supplies, and
installing the treatment facilities and
training the staff for the new technology.

- Roquirements for training of workers to usq
alternative technology are yet to bo
doveloped and agreed by the US STAATT.|

modification work.

Requirements for training
operators of incinerators are
well established and
recognized.
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